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Why heat pumps are the best choice 
for heating water for your entire home? 

lndoor 

installation 

fl 

Easy to 
lnstall 
& Operate 

Environment 
Friendly with 
High Energy 
efficiency 
Uses no Ozone depleting gases 

Works in 
all weather 
conditions 

Low 
Maintenance 
& running cost 



Non-Stop 24h Heating Costs 

ELIX 200L 

Daily consumption: 5.64 kWh 

Day Cost: 1.13€ 

ELIX 300L 

Daily consumption: 5.716 kWh 

Day Cost: 1.14€ 
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Hybrid

European

Elix

NATURAL 
REFRIGERANTR290
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MODEL KRS35A-200VD KRS35A-300VD

POWER SUPPLY 220-240V~/50Hz 220-240V~/50Hz

RUNNING TEMP. RANGE (°C) -7~45 -7~45

RATED HEATING OUTPUT (W) 1500 1500

RATED PRODUCE WATER CAPACITY 35L/h 35L/h

RATED INPUT POWER (W) 375 375

RATED CURRENT (A) 1.75 1.75

MAX. INPUT POWER (W) 3100 3100

MAX. INPUT CURRENT (A) 14.0 14.0

*COP 4.0 4.0

MAX. WATER OUTLET TEMP. (°C) 75 75

ELECTRIC HEATING ELEMENT TYPE Electric element Electric element

ELECTRIC HEATING ELEMENT POWER (W) 2500 2500

REFRIGERANT / QUANTITY (kg) R290/0.150 R290/0.150

MAX. TANK WORKING PRESSURE (MPa) 0.80 0.80

MAX PRESSURE OF SUCTION SIDE (MPa) 0.95 0.95

MAX PRESSURE OF EXHAUST SIDE (MPa) 3.1 3.1

MAX ALLOWABLE PRESSURE (MPa) 3.1 3.1

NOISE dB(A) ≤42 ≤42

NET WEIGHT (kg) 95 129

NET DIMENSIONS (mm) Ф650x1440 Ф650x1850

WATER PIPE CONNECTION G3/4" G3/4"

WATER PROOF CLASS IPX1 IPX1

ELECTRICITY SHOCK PROOF Class I Class I

*Test Condition:

Ambient Temperature: (DB/WB) 20°C / 15°C

Water Temperature from 15°C to 55°C



MODEL

POWER SUPPL

ELIX Hybrid GM200

Y 220-240V~/50H220-240V~/50Hz z

RUNNING TEMP. RANGE (°C) -7~45 -7~45

RATED HEATING OUTPUT (W) 1500 1500

RATED PRODUCE WATER CAPACITY 35L/h 35L/h

RATED INPUT POWER (W) 394 394

RATED CURRENT (A) 1.75 1.75

MAX. INPUT POWER (W) 2800 2800

MAX. INPUT CURRENT (A) 14.0 14.0

*COP 4.0 4.0

MAX. WATER OUTLET TEMP. (°C) 75 75

ELECTRIC HEATING ELEMENT TYPE Electric element Electric element

ELECTRIC HEATING ELEMENT POWER (W) 2500 2500

REFRIGERANT / QUANTITY (kg) R290/0.150 R290/0.150

MAX. TANK WORKING PRESSURE (MPa) 0.80 0.80

MAX PRESSURE OF SUCTION SIDE (MPa) 0.95 0.95

MAX PRESSURE OF EXHAUST SIDE (MPa) 3.1 3.1

MAX ALLOWABLE PRESSURE (MPa) 3.1 3.1

NOISE dB(A) ≤42 ≤42

NET WEIGHT (kg) 95 129

NET DIMENSIONS (mm) Ф650x1440 Ф650x1850

WATER PIPE CONNECTION G3/4" G3/4"

WATER PROOF CLASS IPX1 IPX1

ELECTRICITY SHOCK PROOF Class I Class I

*Test Condition:

Ambient Temperature: (DB/WB) 20°C / 15°C

Water Temperature from 15°C to 55°C
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ELIX Hybrid GM300



elix.lv

+371 29510526
+371 29165629

export@elix.lv
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